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1. Remove all packing and hardware from  
    inside of the unit by removing the outer 
    filter and inner filters.

2. The air filtration unit can be hung from 
    the ceiling. Hang the unit using four 
    eyebolts (A, Fig.01). 

Four angle brackets can also be used for 
mounting to the ceiling, or wall.

1. Place one end of bracket underneath 
    the lip of the cabinet.
2. Attach the bracket (A, Fig.02) with two 
    hex cap screws (B, Fig.02) and two
    lock washers (C, Fig.02).
3. Repeat steps for remaining three 
    brackets.

                            Fig.01

                             Fig.02

                             Fig.03

Assembly

! !WARNING
Mounts must be anchored to building
structure, which will support a minimum of
at least 100 pounds. Never mount to
surfaces such as dry wall or false ceiling
grids, etc.

1. Locate hardware to install the filter 
    clips.
2. Slide spring onto threaded portion 
    of knob and screw into the side of the 
    cabinet (Fig.03).  
    
3. Pull back spring and slide filter clip 
    between spring and cabinet.(Fig.03). 

A

A

B
C
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Remote Control:

1. The on/off button (Fig.04) turns the 
    unit on and off. Pressing this button will 
    start the fan on the low speed.

2. Time button (Fig.04) controls the 
    three different settings.
    2H will light up on the back of the unit 
    with one press of the time button. The 
    air filtration system will operate for 2 
    hours then shut off. 
    4H will light up on the back of the unit 
    by pressing the time button twice. The 
    air filtration system will operate for 4 
    hours then shut off.
    8H will light up on the back of the unit  
    by pressing the time button three times. 
    The air filtration system will operate for 
    8 hours then shut off.

Operation

3. Speed button (Fig.04) controls the 
    three different settings, Low, Medium 
    and High. 

Manual Control:

The air filtration system can also be 
operated manually. The control panel 
loacted at the end of the unit has the 
same functions as the remote control 
above:
On/Off button (A, Fig.05)
Time button (B, Fig.05)
Speed button (A, Fig.05)

Fuse switch (C, Fig.05) will pop out in 
case of overload. Wait 3-5 minutes before 
resetting the fuse switch.

WARNING

                             Fig.04

                             Fig.05

A B

C
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Maintenance
Changing the Filters

NOTE: Care should be taken when handling 
soiled or contaminated filters. As certain fine 
dusts can be harmful. Always wear a suitable 
mask for additional protection.

                             Fig.06

                             Fig.07

There are two filters that need to be
changed. 

The outer filter can be removed by 
disengaging the two fliter clips 
(A, Fig.06). Pull the filter out, or use a 
screwdriver to pry out the filter.

The inner filter (Fig.07) can now be pulled 
out of the unit. The inner filter can be 
blown out with air, or washed out.

The filters should be replaced depending 
on the amount of usage. Clogged filters 
will reduce the amount of air circulation.

There is an arrow indicating the air flow 
direction on the outer filter. Make sure the 
filter is inserted facing the proper
direction.

! !WARNING
To reduce the risk of injury disconnect the
air cleaner from the power source (unplug)
before servicing or changing filters. Failure
to comply may cause serious injury!

A



Use this section to record maintenance, service and any calls to Technical Support:
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Notes

WARNING:This machine must be grounded.
Replacement of the power supply cable should only be done by a qualified electrician.

Wiring Diagram



In the event of a malfunction or breakdown, grounding provides a path of least resistance for electric 
current to reduce the risk of electric shock. This tool is equipped with an electric cord having an 
equipment-grounding conductor and a grounding plug. The plug must be plugged into a matching 
outlet that is properly installed and grounded in accordance with all local codes and ordinances.

Do not modify the plug provided. If it will not fit the outlet, have the proper outlet installed by a 
qualified electrician.

Improper connection of the equipment-grounding conductor can result in a risk of electric shock. The 
conductor, with insulation having an outer surface that is green with or without yellow stripes, is the 
equipment-grounding conductor. If repair or replacement of the electric cord or plug is necessary, do 
not connect the equipment-grounding conductor to a live terminal.

Check with a qualified electrician or service personnel if the grounding instructions are not completely 
understood, or if in doubt as to whether the tool is properly grounded.

Use only three wire extension cords that have three-prong grounding plugs and three-pole 
receptacles that accept the tool’s plug.*

Repair or replace a damaged or worn cord immediately.

This tool is intended for use on a circuit that has an outlet that looks the one illustrated in Figure 
A below. The tool has a grounding plug that looks like the grounding plug as illustrated in Figure A 
below. A temporary adapter, which locks like the adapter as illustrated in Figure B below, may be 
used to connect this plug to a two-pole receptacle, as shown in Figure B if a properly grounded outlet 
is not available.** The temporary adapter should only be used until a properly grounded outlet can 
be installed by a qualified electrician. The green colored rigid ear or tab, extending from the adapter, 
must be connected to a permanent ground such as a properly grounded outlet box.

* Canadian electrical codes require extension cords to be certified SJT type or better.
** Use of an adapter in Canada is not acceptable.

Electrical Requirements
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Explosion Diagram
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Parts List

KEY No.   
Filter Board
Filter Bag
Wing Nut
Spring
Washer
Pin Plate
Body
Screw
Plug
Strain Relief 
Protection
Plate Cover
Screw
Plate
Circuit Board
Screw
Nut
Fastner
Screw

Fan Cover
Fan Asst
Fan Cover
Nut
Bolt
Screw
Clip
Screw
Fan
Motor
Screw
Nut
Bracket Washer
Motor Mat
Motor Bracket
Washer
Screw
Remote Control

402011

U93182300
403106
SB8

CB115A

G7212646-00001G

YKQ03

61-200-1
61-200-2
61-200-3
61-200-4
61-200-5
61-200-6
61-200-7
61-200-8
61-200-9
61-200-10
61-200-11
61-200-12
61-200-13
61-200-14
61-200-15
61-200-16
61-200-17
61-200-18
61-200-19
61-200-20
61-200-21
61-200-22
61-200-23
61-200-24
61-200-25
61-200-26
61-200-27
61-200-28
61-200-29
61-200-30
61-200-31
61-200-32
61-200-33
61-200-34
61-200-35
61-200-36
61-200-37
61-200-38

Description Part No.

NOTE: Please reference the KEY No. when 
calling for replacement parts.
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 5-Year Limited Warranty

RIKON Power Tools Inc. (“Seller”) warrants to only the original retail consumer/purchaser of our 

(5) years from the date the product was purchased at retail. This warranty may not be transferred.

This warranty does not apply to defects due directly or indirectly to misuse, abuse, negligence, 
accidents, repairs, alterations, lack of maintenance or normal wear and tear. Under no 
circumstances will Seller be liable for incidental or consequential damages resulting from 

products used for commercial, industrial or educational purposes.

This limited warranty does not apply to accessory items such as blades, drill bits, sanding discs or 
belts and other related items.

contingent, special, or consequential damages arising from the use of our products.

RIKON Warranty
16 Progress Rd.
Billerica, MA  01821 

The card must be entirely completed in order for it to be valid. If you have any questions 
please contact us at 877-884-5167 or warranty@rikontools.com. 

Warranty
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For more information:
16 Progress Rd
Billerica, MA  01821

877-884-5167 / 978-528-5380
techsupport@rikontools.com
www.rikontools.com
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